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1140 G 1140 G 1140 PN+SB+NV

Lug Type (Threaded) Butterfly Valve
1140 Series

fluid under control

 

Butterfly Valve / 1140

Valve Type :  Lug type (threaded) butterfly valve
DN/NPS : DN 40 - DN 800 (1½" - 32")
Working Pressure : PN 6, PN 10
Flange Connection : PN 6, PN 10, PN 16
Top Flange : ISO 5211
Label  : EN 19
Norm  : EN 558-1/20
Test Standard  : EN 12266-1

**For different sizes and pressures, please contact us.

Technical Features

1140 Lug type threaded holes butterfly valve is used in all general applicati-
ons and it can be used as a stopper and tap for discharging at the end of 
lines. As a difference from wafer type 1120, it provides installation conve-
nience to the line or easy uninstallation of the line behind the valve with its 
threaded lugs.
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Part and Material List

PART NO MATERIAL

PART NO MATERIAL

PART NO MATERIAL
Ø 40 - 200 Ø 350 - 800

Ø 250 - 300

Lug Type (Threaded) Butterfly Valve
1140 Series

Our company reserves the right to make changes in the dimensions.
Please call us for other dimensions and material types.

Body

Body Seat

Disc
Shaft
Bearing
O-ring
Stamp
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Body
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Disc
Shaft
Bearing
O-ring
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Body

Body Seat

Disc
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EPDM, NBR, Viton, Hypalon,
Neopren, NR, Silicon

EPDM, NBR, Viton, Hypalon,
Neopren, NR, Silicon

EPDM, NBR, Viton, Hypalon, Neopren, NR, Silicon

SB (Carbon Steel+PTFE)

SB (Carbon Steel+PTFE)

SB (Carbon Steel+PTFE)

SB (Carbon Steel+PTFE)
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Size List

DN40 - 300 DN350 - 800

DN40 - 200 DN250 - 800

DN40 - 200 DN250 - 800

Lug Type (Threaded) Butterfly Valve
1140 Series
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