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valve & automation

ATEX Protection Class

Ambient Temperature (0C)

Operating Fluid

Operating Pressure (bar)

II 2GD c T4

-20 °C ....80 °C  RX (-20 °C ... 80 °C), RXM (-60 °C ... 80 °C)

Compressed Air

2,5 .... 8

MODEL NO RX/RXM 
350 DA

RX/RXM 
270 DA

RX/RXM 
200 DA

RX/RXM 
160 DA

RX/RXM 
143 DA

RX/RXM 
120 DA

RX/RXM 
100 DA

RX/RXM 
80 DA

RX/RXM 
60 DA

RX/RXM 
40 DA

RX/RXM 
32 DA

ATEX Protection Class

Ambient Temperature (0C)

Operating Fluid

Operating Pressure (bar)

II 2GD c T4

RX (-20 °C ... 80 °C), RXM (-60 °C ... 80 °C)

Compressed Air

4 ....8

MODEL NO RX/RXM 40 SR RX/RXM 60 SR RX/RXM 80 SR RX/RXM 100 SR RX/RXM 120 SR RX/RXM 143 SR RX/RXM 160 SR RX/RXM 200 SR RX/RXM 270 SR RX/RXM 350 SR

Atex Certificated Pneumatic Actuator

• TORK RX series pneumatic actuators, produced properly to ATEX 94/9/EC.
Directive can be used in hazardous areas and potentially explosive areas.
• These actuators have IP67 protection class.
• ATEX certicated actuator's torque values and dimensions are same as with
standard TORK actuators

RX/RXM ... DA Series - RX/RXM.... SR Series

RX/RXM ... DA Double Acting Atex Certificated Pneumatic Actuators

RX/RXM ... SR Single Acting Atex Certificated Pneumatic Actuators


