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      KC /      NEPSI flameproof

( stainless steel 316 valve body )

Stainless steel 316 valve body

Convertible from 5/2 way to 3/2 way

Rotatable valve head for optimal mounting

Direct NAMUR mounting or screw mounting

K5

1.9 kg

PF(G) 1/2 or NPT 1/2
NPT 1/4 (other on request)

*

* DC 110V, DC 220V : On request
** Class H : On request

**



( stainless steel 316 valve body )

Ex) ESV-SS-D24P (stainless steel 316 valve body, single coil, 24VDC, Rc 1/4 - G 1/2)

K6

AC 220V
AC 110V
DC 24V

NPT 1/4 - PF(G) 1/2
NPT 1/4 - NPT 1/2

A220
A110
D24

P
N

:
:
:

:
:

Operating Voltage :

Connections :
(pneumatic - electrical)



      KC /      NEPSI flameproof

bar

bar

( stainless steel 316 valve body )

Stainless steel 316 valve body

Convertible from 5/2 way to 3/2 way

Rotatable valve head for optimal mounting

Direct NAMUR mounting or screw mounting
     KC /      NEPSI flamepro/      N

( stainless steel 316 valve booodyy )

2.5 kg

PF(G) 1/2 or NPT 1/2

K7

NPT 1/4 (other on request)

*

**

* DC 110V, DC 220V : On request
** Class H : On request



( stainless steel 316 valve body )

K8

Ex) ESV-DS-D24P (stainless steel 316 valve body, dual coil, 24VDC, NPT 1/4 - G 1/2)

AC 220V
AC 110V
DC 24V

NPT 1/4 - PF(G) 1/2
NPT 1/4 - NPT 1/2

A220
A110
D24

P
N

:
:
:

:
:

Operating Voltage :

Connections :
(pneumatic - electrical)


