akiskan kontrol altinda
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valve & automation

TiP nee:BIiV-FL {DN15-DN 50} {PN 250} DisLi
THREADED

Boyutlar Dimensions + SPECIAL DESING

Baglantilar Connections : DISU / mmrEADED EN 10226-1

Calisma Basinci  Working Pressure : PN 250

: -40°C/ +250 °C
+ Su, Sicak Su, Buhar, Basingl Hava

Calisma Sicakhi§i  Working Temperature
Kullamim Alanlar Usage Areas

Water, Hot Water, Steam, Pressurized Air

MALZEME BILGIST M4 TERIAL DATA

PARCA NO |ADET PARCA ADI MALZEME
ITEM NO | PCS ITEM DESCRIPTION MATERIAL

9 1 |SOMUN T 5.6 Gal. 1.4300 1.4300

& 1 [HAREKET VOLANI ACTION WHELL A | A

7 1 |SIZDIRMAZUIK ELEMANI THGHTNESS FLEMENT COOPER SEAL | COOPER SEAL ‘ COOPER SEAL

& 1 |SIZDIRMAZUK TEFLONU TIGHTNESS BLEMENT PTFE PTFE PTFE

E_ Tt Tt I T YT T

T o T Y T

2 1 |[HAREKET MiU YATAGT ACTION SFINDLE SEAT St37-2 1,4301 - 1.4401 ‘ MS 58

1 1 |GOVDE saoy St 14301 - 1.4401 | MS 58

TiP BOYUT ve BAGLANTI OLGULERI ( DIMENSIONS AND CONNECTION SIZES )
e PN 250
BIV - DI L D t H ht d1i kg

DN8  1/4" 48 1/4" 11 70 15 3 0,34
DN10  3/8" 55 3/8" 12 70 15 4 0,38
DN15  1/2" 60 1/2" 14 110 25 6 0,80
DN20  3/4" 70 3/4" 17 120 25 7 1,10
DN 25 1" 90 1 20 130 25 9 1,70
DN32 11/4" 95 11/4" 22 150 30 9 1,90
DN40 11/2" 110 11/2" 25 160 35 12 3,80
DN50 2" 120 > 28 160 35 16 4,25
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