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valve & automation

Coupling Connected Cooler Solenoid Valve

S6210 Series

GENERAL FEATURES
» Wide pressure range, flow rate and orifis options.
* Solenoid valfs are used with filters.

* Solenoid valves can be mounted in any position without DIRECT ACTING
affecting its operation, coil to be used in a vertical position. AP=0
* It is applicable for natural gas, lpg, methan, butane, propane, gas,
noncorrosive gas. These are applicable for valve usage ————
ELECTRICAL CHARACTERISTICS @ »
Continuous Duty :ED %100
Coil Insulation Class “H (80°CHY(IEC 85) COOLING
Coil Impregnation . Polyester Fiber Glass
Ambient Temperature  :-10°C, +60°C
Protection Degree P65 (ISO 60529) On request;IP68

Electric Plug Connection : DIN 46340 3- Poles Connector(DIN43650)
Connector Specification :1SO 4400 / EN 175301-803 Form A,
Spade Plug (Cable @6-8 mm)

Electrical Safety JIEC 335

Standard Voltages CAC 12V 15VA, 24V 15VA, 48V, 15VA, TIOV 15VA,
230V 24VA, DC 12V 18W, 24V 18W, 48V,18W,
NOV 18W On request other voltages

Voltages Tolerance - AC -15%, +10% DC -5%, +10%

Frequency :50 Hz (60 Hz...)

On request; Connector with LED, PWM Socket
Specify coil voltage with order.

MATERIALS IN CONTACT WITH FLUID

Body : Brass
Internal Parts - Stainless Steel _

. ’ Pilot Operated Dimensions (mm Direct Acting Dimensions (mm
Sealing ' NBR, on request; VITON,EPDM o|s (mm) ko & (mm)
Shading Ring : Copper (EN 12735-1) Size Size
Seats, Core Tube, Springs: Stainless Steel 3/8" | 65 | 851048 32| 39100 [425| | 174" | 25 | 60| 971 32| 39862257

3/8" | 8 |85/1048/ 3239|100 425 | /4" | 3 |60|971 32|39 862|257

/2" | 65 | 851048 32|39 (100 |425| | 3/8" | 3 |60|971|32 39 |862|257
OPTIONS ] ) /2" | 10 | 85[1048] 32| 39 | 100 |425
Female connection: On request Atex (exproof) coil. 5/8,, 125 | 85 048] 32 | 39 |1062| 425
104.8 1062|425

TECHNICAL FEAT_URES Colls Nominal | Cold/ Current Ter?\u:?gteure
Cogllng : CFC. HCFC. HFC Values Hot (A) p
:-30°C +105 °C

Fluid Temperature
C40012VDCIBW | 12VDC18W 1 4 = 1 4 = 1 &
cob | 2088 2088 087 25
SEALS FEATURES C40024VDCI8W | 24VDC18W HoT 14.64 14.64 061 .
NBR  :-10°C.+80°C coLb 19,96 19,96 018 23
EPDM :-10°C..+130°C CA0NOVDCIBW | TIOVDC 18W HOT 13,56 13,56 0,123 15
VITON :-10°C..+160°C COLD 238 16,43 13 25
PTFE - -30°C. 4+105°C CAQOI2VACISVA | T2VACTSVA [—onr g oo e =
. _1Nno° + o
RUBY - -10°C.#160°C C40024VACISVA | 24VACTSVA — SO0 2582 e o052 2
CAOTIOVACISVA | TOVAC15vA —SOLD. . 065 o ol -
C40230VACISVA | 230VAC 15VA |- 2D 214 b PO 2
coLb 45 2392 00154 23
C40230VAC24VA | 230VAC 24VA —20k - s Ooios o=

Solenoid Vave Valve Type/| Connection | Orifis Pressure Kv
Symbol Order No Size Size min/max

. ’ Acmax | DC max
S6210 mm Size Min (ban) (ban I/dk
S$6210.01.025 /4" 25 o] 40 2] 32
i S6210.01.030 /4" 3 0] 21 15 4.6
|§ S6210.02030 | 3/8" 3 0 40 15 46
Not: Please look catalogues for more details. T "
A $6210.02.065 3/8 65 0] 30 21 n
STANDARDS 7 $6210.02.080 3/8" 8 Al 40 40 135
» Standard tube connection G (BSP) (ISO 228-1) and "
other tube connections (NPT (ANSI 120.3)) are available 5621003065 vz 65 ol 30 il il
on request. $6210.03.100 /2" 10 0,1 30 21 19
* TORK solenoid valves 97/23/EC, are available for 621015125 5/8" 125 01 30 10 48
pressure equipment directive (PED) and 2006/95/ECC "
low voltage directive (LVD). $6210.15150 5/8 15 o) 40 40 70
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